
SPC FLOORING COLLECTION
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SPC FLOORING TECHNICAL DETAILS
Long Product Life: SPC is durable than most other flooring options. 
Mineral content makes SPC resistant to wear and tear.

Waterproof: PorFloor SPC has a rigid core and it is 100% waterproof, so it 
performs well in moisture-prone areas.

Low Noise:Low Noise: PorFloor SPC has rigid core which provides better stability, 
while an attached underlayment enhances comfort and sound absorption.

100% Recyclable: Porfloor SPC products are fully recyclable, aligning with 
eco-conscious practices and reducing environmental impact. 

Fire Resistant: SPC flooring is resistant to fire, providing an added layer of 
safety.

Non-Toxic: Non-Toxic: PorFloor SPC is free from harmful chemicals like 
formaldehyde, ensuring better indoor air quality.

Low Maintenance: PorFloor SPC is easy to clean due to stain-resistant and 
waterproof features. 

Aesthetic Versatility: PorFloor SPC offers wood, stone, and abstract 
designs.

Impact Resistance:Impact Resistance: PorFloor SPC is highly resistant to impacts, scratches, 
and wear, making it ideal for high-traffic 
areas.

DIY Friendly: PorFloor SPC features a user-friendly click-locking 
mechanism that allows for fast and easy installation without the need for 
glue or nails. PorFloor SPC can be cut to size with a simple utility knife. 
Simply score the surface and then snap it along the scored line.

Stone Inspıred 
             New SPC Collection

Coming Soon: 
Our new HerringB One system makes 
herringbone SPC flooring easy and fast to 
install—no more A & B planks, just one 
type of plank for perfect results.



PRF 1035-81

PLANK
228 x 1220 mm 
0,30mm / 0,55mm
4-5-6 mm

TILE
300 x 600 mm 
0,30mm / 0,55mm
4-5-6 mm

PLANK
180 x 1220 mm 
0,30mm / 0,55mm
4-5-6 mm

HERRINGBONE
120 x 720 mm 
0,30mm / 0,55mm
5 mm
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